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 - Reinforced hose 
for heating / air conditioning with stainless steel braid and EPDM inner lining

Price group 3610
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The product: 
 Reinforced hose with stainless steel braid for heating and air-conditioning systems  

      with red identification marking
 Internal hose made of EPDM (not diffusion tight),  

 resistant to water and glycol-based antifreeze (max. 50%)
 for temperatures from -5 to +110 °C 
 Operating pressures:

 16 bar (up to 100 °C, up to DN 32, 10 bar (up to 110 °C, up to DN 32), 6 bar (up to 110 °C, from DN 40)
 Connections: Brass, bends made of copper, with union nut and flat sealing

Your advantage: 
 quality tested flexible connections
 avoid stresses and structure-borne sound propagation
 varied connection variants

Female thread / male thread
F x F Length in mm Internal ø in mm Art. No.
1/2" × 3/8" 300 10 AI-4315.0102.30

500 10 AI-4315.0102.50
1 / 2" × 1 / 2" 300 10 AI-4315.0104.30

500 10 AI-4315.0104.50
1 / 2" × 1 / 2" 300 13 AI-4315.1104.30

500 13 AI-4315.1104.50
700 13 AI-4315.1104.70

1000 13 AI-4315.1104.100
3 / 4" × 1 / 2" 300 13 AI-4315.1105.30

500 13 AI-4315.1105.50
1 / 2" × 3 / 4" 300 13 AI-4315.1106.30

500 13 AI-4315.1106.50
3 / 4" × 3 / 4" 300 13 AI-4315.1107.30

500 13 AI-4315.1107.50
700 13 AI-4315.1107.70

1000 13 AI-4315.1107.100
1 / 2" × 1 / 2" 300 15 AI-4325.1121.30

500 15 AI-4325.1121.50
700 15 AI-4325.1121.70

1000 15 AI-4325.1121.100
3 / 4" × 3 / 4" 300 18 AI-4325.1127.30

500 18 AI-4325.1127.50
700 18 AI-4325.1127.70

1000 18 AI-4325.1127.100
1" × 1" 300 25 AI-4325.1134.30

500 25 AI-4325.1134.50
700 25 AI-4325.1134.70

1000 25 AI-4325.1134.100
1 1 / 4" × 1 1 / 4" 300 32 AI-4325.1142.30

500 32 AI-4325.1142.50
700 32 AI-4325.1142.70

1000 32 AI-4325.1142.100
1 1 / 2" × 1 1 / 2" 300 40 AI-4325.1148.30

500 40 AI-4325.1148.50
700 40 AI-4325.1148.70

1000 40 AI-4325.1148.100
2" × 2" 500 50 AI-4325.1160.50

700 50 AI-4325.1160.70
1000 50 AI-4325.1160.100


